


Ordering Information

Water Tight 
Fittings

3.80” 

Nema 4X Enclosure 

2.56 ” 

 Standard Submersible sensor w/ 
30’ Teflon lead wire 

2” x 0.1875” OD Stainless 
Steel Probe 

Red Red White 

REMOTE PROBE 

4.10"

1.98"

Glycol Bottle3.40"

  A/GLYCOL BOTTLE

TT100-LTS
TT1K-LTS

Span Lead Wire Length
A/       [     ]     -[     ]  -[     ] 

Specify  6’
10’ 
30’   (TTM models only)
50’   (TTM models only)
100’ (TTM models only)

Output
 -[     ] 

(1) 1 to 5 VDC
(2) 2 to 10 VDC
(4) 4 to 20 mA

Housing
 -[     ] 

(GD) Galvanized Raco Box
(BB) NEMA 3R
(4X) NEMA 4X

Sensor with Transmitter

Sensor

100-LTS
1K-LTS

Lead Wire Lenght
A/       [     ]  -[     ] 

 6’     (6‘ Leads)
10’    (10’ Leads)
30’    (30’ Leads)
50’    (50’ Leads)
100’  (100’ Leads)
 

Optional Accessory
 -[     ] 

(    ) None (Standard)
(GD) Galvanized Raco Box
(BB) NEMA 3R
(4X) NEMA 4X

TTM100-LTS
TTM1K-LTS
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2305 Pleasant View Road   Middleton, WI 53562
PH: (888) 967-5224  www.workaci.com


